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2 AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
   2   3.4
   4   6.8
   8 13.6
 12 20.4

Technical Specifications

SPFP05PPT – 1/2"
fda Compliant Pumps

Max Flow   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .11 GPM (41,6 LPM)
Max Air Supply or Liquid Pressure  .  .  .  100 psig (6,9 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/16" (1,6 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 12' Dry / 22' Wet (3,6 m / 6,7 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Polypropylene
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 87 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17 lbs (7,7 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-010
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-001

www.standardpump.com
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2 AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
   2   3.4
   4   6.8
   8 13.6
 12 20.4

Technical Specifications

SPFP05PPS – 1/2"
fda Compliant Pumps

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .12 GPM (45,4 LPM)
Max Air Supply or Liquid Pressure  .  .  .  100 psig (6,9 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/16" (1,6 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 13' Dry / 22' Wet (3,9 m / 6,7 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Polypropylene
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" NPT 
Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 84 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17 lbs (7,7 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-020
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-001

AODFDA05S1012F



FDA

AODFDA10T1012F

Technical Specifications
Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .36 GPM (136,3 LPM)
Max Air Supply or Liquid Pressure  .  .  .  100 psig (6,9 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/8" (3,17 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 11' Dry / 31' Wet (3,4 m / 9,4 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Polypropylene
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 11/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" NPT / 1/2" NPT  
Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 96 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 36 lbs (16,3 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-030
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-002

SPFP10PPT – 1"
fda Compliant Pumps
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(11.18 mm)
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BOTTOM VIEW

3/8" NPT AIR INLET
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AIR PRESSURE IN PSI
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FDA

AODFDA10S1012F

Technical Specifications
Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .46 GPM (174,1 LPM)
Max Air Supply or Liquid Pressure  .  .  .  100 psig (6,9 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/8" (3,17 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 16' Dry / 31' Wet (4,9 m / 9,4 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Polypropylene
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 11/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" NPT / 1/2" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 93 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 36 lbs (16,3 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-040
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-002

SPFP10PPS – 1" 
fda Compliant Pumps

10.93"
(277.60 mm)

.38"
(9.53 mm)

13.63"
(346.15 mm)

10.72"
(272.39 mm)
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2.00"
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14.44"
(366.79 mm)

8.13"
(206.38 mm)

9.27"
(235.36 mm)

1/2" NPT 
AIR EXHAUST 4.81"

(122.22 mm)

7.81"
(198.37 mm)

.44"
(11.18 mm)

3.56"
(90.47 mm)

10.15"
(257.81 mm)

1.70"
(43.1
mm)
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AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI
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AODFDA15T1012E
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Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.13 Gal. (0.49 L)
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Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 65 GPM (246 LPM)
Max Air Supply or Liquid Pressure  .  .  .  110 psig (7,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/16" (4,76 mm)
Suction Lift  .  .  .  .  .  .  .  .  . 15' Dry / 25' Wet (4,57 m / 7,62 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  . Center Horizontal / Center Vertical
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT /  3/4" NPT 
Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 101 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 57 lbs (25,85 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-050
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-003
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.25 Gal. (0.95 L)
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Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 71 GPM (268 LPM) 
Max Air Supply or Liquid Pressure  .  .  .  110 psig (7,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/16" (4,76 mm)
Suction Lift  .  .  .  .  .  .  .  .  . 15' Dry / 25' Wet (4,57 m / 7,62 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  . Center Horizontal / Center Vertical
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT /  3/4" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 101 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 57 lbs (25,85 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-060
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-003

SPFP15NPS – 1½"
fda Compliant Pumps

Technical Specifications
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.35 Gal. (1.3 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI
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 SPFP20NPT – 2" 

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153 GPM (579 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/4" (6,35 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 11' Dry / 29 Wet (3,4 m / 8,8 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 21/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 102 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106 lbs (48,1 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-070
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-004

fda Compliant Pumps

Technical Specifications

 17.18"
(436.32 mm)

1.72"
(43.64 mm)

 9.39"
(238.48 mm)

19.42"
(493.34 mm)

 24.72"
(627.86 mm)

1.00"
(25.40 mm)
RUBBER FOOT

AIR EXHAUST

26.22"
(665.96 mm)

.38"
(9.53 mm)

3.00"
(76.20 mm)

13.62"
(345.95 mm)

9.00"
(228.60 mm)

 10.00"
(254.00 mm)

 

 12.50"
(317.50 mm)

 11.50"
(292.10 mm)

2.50"
(63.50 mm)

RUBBER FOOT

BOTTOM VIEW

1" NPT

1/2" NPT AIR INLET
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.60 Gal. (2.3 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 10 17
 20 34
 40 51
 60 102
 80 136
 100 170
 120 204
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SPFP20NPS – 2"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 185 GPM (700 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/4" (6,35 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 17' Dry / 32' Wet (5,1 m / 9,5 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 21/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT 
Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 96 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106 lbs (48,1 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-080
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-004

fda Compliant Pumps

Technical Specifications

 17.18"
(436.32 mm)

1.72"
(43.64 mm)

 9.39"
(238.48 mm)

19.42"
(493.34 mm)

 24.72"
(627.86 mm)

1.00"
(25.40 mm)
RUBBER FOOT

AIR EXHAUST

26.22"
(665.96 mm)

.38"
(9.53 mm)

3.00"
(76.20 mm)

13.62"
(345.95 mm)

9.00"
(228.60 mm)

 10.00"
(254.00 mm)

 

 12.50"
(317.50 mm)

 11.50"
(292.10 mm)

2.50"
(63.50 mm)
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.35 Gal. (1.3 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 10 17
 20 34
 40 51
 60 102
 80 136
 100 170
 120 204
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SPFP20SST – 2"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153 GPM (579 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/4" (6,35 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 11' Dry / 29 Wet (3,4 m / 8,8 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 21/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 102 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106 lbs (48,1 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-070
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-008

fda Compliant Pumps

Technical Specifications

 17.18"
(436.32 mm)

1.72"
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 9.39"
(238.48 mm)

19.42"
(493.34 mm)

 24.72"
(627.86 mm)
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 10.00"
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(317.50 mm)

 11.50"
(292.10 mm)
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(63.50 mm)

RUBBER FOOT

BOTTOM VIEW

1" NPT

1/2" NPT AIR INLET

www.standardpump.com



FDA

Meters Feet

Di
sc

ha
rg

e 
He

ad
 in

 P
SI

0 75 150 225 300 375 450 525 600 675 750

 
140

120
 

100
 

80
 

60
 

40
 

20
 

0 

Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.60 Gal. (2.3 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 10 17
 20 34
 40 51
 60 102
 80 136
 100 170
 120 204
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SPFP20SSS – 2"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 185 GPM (700 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1/4" (6,35 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 17' Dry / 32' Wet (5,1 m / 9,5 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  . 21/2" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT 
Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 96 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106 lbs (48,1 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-080
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-008

fda Compliant Pumps

Technical Specifications

 17.18"
(436.32 mm)
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(238.48 mm)

19.42"
(493.34 mm)
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(627.86 mm)

1.00"
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 10.00"
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.92 Gal. (3.5 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 20 34
 40 68
 60 102
 80 136
 100 170
 120 204
 140 238
 160 272
 180 306
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SPFP30NPT – 3"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 180 GPM (681 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" (9,5 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 12' Dry / 32 Wet (3,7 m / 9,8 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT  / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 95 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .189 lbs (86 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-090
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-005

fda Compliant Pumps

Technical Specifications

2.31"
(58.67 mm)

11.38"
(288.93 mm)

21.41"
(543.79 mm)

29.76"
(755.90 mm)

21.54"
(547.00 mm)

1/2" NPT AIR INLET

32.01"
(813.05 mm)

16.96"
(430.66 mm)

3.46"
(87.96
mm)

.40"
(10.16 mm)

R .29"
(7.37 mm)

11.00"
(279.40 mm)

11.95"
(303.53 mm)

10.00"
(254.00 mm)

14.25"
(361.95 mm)

2.30"
(58.42 mm)

BOTTOM VIEW

AIR EXHAUST
1" NPT
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 1.36 Gal. (5.1 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 20 34
 40 68
 60 102
 80 136
 100 170
 120 204
 140 238
 160 272
 180 306
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SPFP30NPS – 3" 

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 234 GPM (886 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" (9,5 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 20' Dry / 32 Wet (6,1 m / 9,8 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Nickel Plated Aluminum
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 96 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .189 lbs (86 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-100
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-005

fda Compliant Pumps

Technical Specifications

2.31"
(58.67 mm)

11.38"
(288.93 mm)

21.41"
(543.79 mm)

29.76"
(755.90 mm)
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11.00"
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11.95"
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(254.00 mm)

14.25"
(361.95 mm)

2.30"
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 0.92 Gal. (3.5 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 20 34
 40 68
 60 102
 80 136
 100 170
 120 204
 140 238
 160 272
 180 306
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SPFP30SST – 3"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 180 GPM (681 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" (9,5 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 12' Dry / 32 Wet (3,7 m / 9,8 m)
Temperature Range  .  .  . -35o F (-37o C) to 220o F (104o C)
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . PTFE
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT  / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 95 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .189 lbs (86 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-090
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-009

fda Compliant Pumps

Technical Specifications
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Capacity in Liters Per Minute

Capacity in U.S. Gallons Per Minute

Displacement Per Stroke, 1.36 Gal. (5.1 L)

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

 SCFM M3/HR
 20 34
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SPFP30SSS – 3"

Max Flow  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 234 GPM (886 LPM)
Max Air Supply or Liquid Pressure  .  .  .  125 psig (8,6 bar) 
Max Particle Size (Dia.)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/8" (9,5 mm)
Suction Lift  .  .  .  .  .  .  .  .  .  .  . 20' Dry / 32 Wet (6,1 m / 9,8 m)
Temperature Range  .  .  . -40o F (-40o C) to 275o F (134o C) 
Elastomers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Santoprene
Center Block  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316
Wetted Section  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . SS316

Port Configuration  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Center Horizontal
Intake / Discharge Connection  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3" Tri-Clamp®

Air Inlet / Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1/2" NPT / 1" NPT

Noise Level  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 96 db (A)
Shipping Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .189 lbs (86 kg)
Wet End Kit Part Number .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-100
Air Valve Kit Part Number  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 200-009
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