MODEL NUMBER

OO0 0OMROBNUONORE

S

UNTQUE

-5 MIX

NOI®

VALVE

UNIQCP3 B N N B W N W N E 2020 W11 90 TCN
- SURFACE FINISH
0 - Industrial (Dust blast)
1 — 3A (32Ra I1D/Dust blast 0OD)
2 — 3A Bright (32Ra ID/Bright OD)
L ASTOMER
NBE <:>BODY ORIENTAT | ON
. FD
. D
- EPDV — 00
HNBR
Weld- Y
18
07
<:>CONNECTIONS Clamp - XX
W - Butt-Weld
(2) BALANCE PLUGS M~ Tri-Clamp
N — None
S—-Both
L —Lower UNIT TYPE
“NO TOP
“T-TOP DIGITAL O SOLENOID
A B C D “T-TOP DIGITAL 2 SOLENOID
“T-TOP DIGITAL 3 SOLENOID
Q}; SROY ~T-TOP ASI| 31 NODE (ver 2.1) O SOLENOID
“T-TOP AS| 31 NODE (ver 2 1 SOLENOID
(1) MODEL C > = _ External <um©5?ewbed> | TGN-T-TOP AS| 31 NODE (ver 2.19% 2 SOLENOID
o > - PMO Compliant (preprogrammed THN=T-TOP AS| 3 obt (ver 2. S5 SOLENOID
INTRERS Mixproof A 2 N - None TIN-T-TOP DEVICE NET O SOLENOID
<E§ TUN-T-TOP DEVICE NET 1 SOLENOID
| | | TKN-T-TOP DEVICE NFET 2 SOLENOID
Sody Connection / Combination TIN-T-TOP DF CF T 3 SOLENOID
W= Welded | | TQN-T-TOP AS| B2 NODE (ver 3.0 rev Z0VDC. 0O SO
C = Clampec <©my Tri1=Clamp Commectoms> TRN-T-TOP AS 57 ODE ver 3.0 rev 2000 1 S0
l; TSN=T-TOP AS| 62 NODE (ver 3.0 rev 30VDC. 2 SO
SEAT LIFT TTN-T-TOP AS| 62 NODE (ver 3.0 rev 30VDC. 3 SO
5-Both %; (Example C22 or W22) SAN=T-TOP BASIC DIGITAL O SOLENOID
- N-None SBN-T-TOP BASIC DIGITAL 1 SOLENOID
<:>EX SRNALCLEA SCN-T-TOP BASIC DIGITAL 2 SOLENOID
B-Both Spiral Clean <:> SBON=T=TOP BASIC DIGITAL 3 SOLENOID
| —Lower Spiral Clean SET-1T-1T0FP BASIC ITRINSTCALLY SAFE 10-50VDC, O S0OL
U-Upper Spiral Clear S|7ZE LOWER S|7E UPPER SFI-T-TOP BASIC INTRINSICALLY SAFE 10-30VDC. 1 SOL
Upper Spiral Clean / Lower O.D. Flush 15 _ 1 g 5 _ 1 g SCl—1T-1T0FP BASIC ITRINSTCALLY SAFE 10-50VDC, 272 SO
— L ower O.D. Flush ﬂ ﬂ SON-T-TOP BASIC AS| 62 NODE (ver 3.0) 30VDC. 0O SO
| EAKAGE CHAMBER CIP - : - : =1 - a
“None () S S SRN-T-TOP BASIC AS| 62 NODE (ver 3.0 30VDC. 1 SO
Y - Yes SR SR SSN-T-TOP BASIC AS| 62 NODE (ver 3.0) 30VDC., 2 SO
N = No I I STN-T-TOP BASIC AS| 62 NODE (ver 3.0) 30VDC., 3 SOL
ﬂ ﬂ T+~ INDITOP DIGITAL O SOLENOID
AST LETTER IS: % SEE BUILD CODE BELOW
~STD
> - PIGTAIL or M12 ADDED TO THINKTOP AS|
for CONNECTIVITY
INDY TOP
5M CORD PNP/NPN “STD*
10M CORD PNP/NP 1
0.5M CABLFE & COUNTER PART — NPN 2
20450 0.5M CABLFE & COUNTER PART - PNP 3

- ffective 2-/-79

INTRINSTCALLY SAFe NOT AVAILABLE WITH PIGIATL




